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MEMORANDUM FOR THE RECORD

SUBJECT:

3

U-2R LOX System Meetings and Status as of
3 October 1968

An initial meeting on LOX system problems and courses

of action redquired to resolve these problems was held at
Detachment G on 30 September 1968. Attendees were:

The specific subjects discussed and proposed actions were
as follows:

a. High Pressures: ARO representatives stated
that high operating pressures (above 100 psi)
indicated on the pressure gage, that will not

fall to and remain in the normal range (60 to 90 psi)
upon drawing a flow at the cockpit (70 LPM for

30 seconds), indicate a condition referred to as
"LOX saturation'. This condition, which occurs
when LOX is kept in a converter in the "build-up"
position for long periods of time (beyond 24 hours),
can lead to excessive oxygen loss via the pressure
relief valve. The two methods for preventing LOX
saturation are to either leave the system in the

USAFlevmmdstént” position except when actually required to be

completed.

in build-up for flight, or to insure that the
converters are "topped-off" with fresh LOX close to
flight time. Since LAC opposed leaving the system

in vent, due to possible contamination entering the
vent line (a possibility that has not been confirmed
to date), it was decided that all Detachment aircraft
would remain in the "build-up" position and be
serviced with fresh LOX between 1 and 8 hours prior
to every flight. LAC stated that flight test would
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attempt to determine if saturation did in fact leaw
to excessive pressures and quantity loss by tests
using Aircraft GIL.

b.  sonormai Oneration: Since all system components
are standard ircems used throughout the USAF with
great reliability, hardware design was not felt

0 be the cause cf our LOX problems. Contamination
was felt to be the cause of most past problems.

it was concluded therefore that the first course of
action on abnormalities that are obviously not a
iailed component would be purging of the oxygen
systeim.

rs

c. Purging. The basic USAY cirygen equipment
cechnical order (T.0. 15 X-1-1) specifies the use

of hot oxygen purge procedures. The existing purge
procedure for the U-2R (from the maintenance manual)
was inadeguate since cold oxygen was utilized.

LAC was to determine if hot oxygen purging {(250°F max.)
would adversely afiect any component of the system
while ARO was to provide information regarding purge
“its. The undersigned stated that the pressures znd
curations specified in the U-2R maintenance manual
wou.ia suffice only if hot purging was adopted.

¢. Purge Freguency. Since contamination can only
cnter, -a a routine pasis, during LOX filling

- . .. o . -
operutions, it was agreed that 25 servicings (fillings)
wouic be the limit between purges.

¢. Piumbing Changes. To reduce the chance of
mnoisture collecting at or near the relief valves
«na o assist in trouble-shooting the system, the
lines from the relief valves will be separateu from
the vent lines and routed to their own overboard
fitting.

i. Prefiight Tests. ARO recommended that preflight
flowmeter tests of the vent/relief valves at the
overpoar. Titting be included to detect potential
DrobLems.

Z. A second meeting wus held late on 2 October 1968
t0 review data collected ana resulis of investigations con-
aucted since the 30 Septemver meeting. Attendees at the

| | 25X1

LTSI

Approved For Release 2004/08/31 : CIA-RDP68B00724R000200190031-6




25X1A

25X1A

STecpLm
Approved For Releasa«2004/08/31[ CIA-RDP68B00724R000200J90031-6

IDEA~-0774-68
Page 3

second meeting were as Loilows:

The results of this meeting were as follows:

a. Interval Between Filling and Flight.[:::;::::]
Ftated that no LOX problems occ

urreqg
SINCE Monday's meeting, but that Servicing LOX
setween 1 and 8 hours prior to flight necessitated
oringing in his maintenance crew 30 minutes earlier
in the wmorning. He stated that he had bPreviously
objected to leaving <he LOX system in build-up and
servicing shortly before flight because of this
maintenance manpower proviem. He had preferrcd
topping ¢zf the LOX system when it came back from a
iiight and then leaving it in vent until time for
the next flight, with no specified time interval
between filling and flight. He also stated that
he would prefer to have the systems in vent while
in the hanger for cafety reasons (i.e., zero pressure
in systems). then
Giscussed their T1ndings Irom tests conducTed with
Aircraft 051 between Sunday, 29 September and

25X1

25X1A

25X1A

25X1

‘ Wednesday, 2 October, during which period both systems

remaired in build-up and neither had received fresh
LOX. The aircraft had been lown daily, allegedly
without preflight fiows being drawn to lower the
system pressure. In this period there were no
cucessive quantity losses either on the ground or
in-Zlight. LAC therefore recommended that the
maximum aliowable interval between filling and flight
be increased from £ hours (as a reed to on 30 Sept.)
10 Z4 hours. stated this would be
more acceptabbe—amo—re average time between filling
and ilight would probably work out to be between

153 and 18 hours. This extension was therefore
aconted for all detachment aircraft and the systems
W2.. be closely moaitored for approximately 3 weeks.
AT the end of this period LAC and detachment repre-
sentatives will again meet to finalize all procedures
and have them incorporated into appropriate U-2R

maintenance manuals, 051 will contint he used
Approved For Relehage 2004108/31 pQ&BQPé@Oggﬁéﬁéhé@gi&ao § 'Gq uantity

loss.

el

25X1



LN D

Approved For Releasq,2004/08/31 ‘ 00724R0002Q0190031-6 25X 1

IDEA-0774-68
Page 4

A -§41E“339 Tests. ¢ was decided that an

cextended test would be conducted using Aircraft 082,

co determine the diiferences, if any, between

lecaving the LOX system in build-up or in vent.

RBoth systems would start out with draining, a hot

oxygen purge, refiiling and checkout. System #1

would then be kept in the vent condition excent

for flight, while Syvztem #2 would be kept in build-upn
C a. times. Beth systems would be filled within

hour maximum allowable interval prior to
Detachment G life support personnel were

v the monitoring of Aircraft 052 and

orazng of all data collected for the test

porioc. The test period will cover the time between

normal purges (i.e., 25 fillings).

1*qlnw srocedures. Hot oxygen purging was
cqa*ed oy ali representatives as the only
wcceptable method. LAC representatives stated that
wone of the sysiem components would be adverseiy
affected by hot oxygen. ARO representatives stated
that their purge kit, which Detachment G life support
has four oI, is buiiLt to the same miiitary specifica-
tiocn as the purge kit referred to in the basic oxygen
technical order (7.0. 15 X-1-1). The military
speciiication of concern is MIL~-P-27431A. The purge
it meeting this specification operates at an
inlet pressure of 50 to £20 psi, connects to a
115V, 60 or 400 cycle power source, with an outlet
flow o% 65+ 5 SLPM at a temperature of 235+153%F.
“he total minimum purging duration for each system
. is to be 97 minutes. The exact procedures (i.e.,
iniet pressures and flows) were tc be determined
during the initial purging of Aircraft 052 on
3 Cct 1968. Aircrait 057 and 058, scheduled for
SWAP SHOP, were to receive hot purges as soon as
they could be scineduled.

©mowoon
>0 .

)

d.  Plumo CPﬂnocs. LAC will work up and submit

& service pullievin for approval to make the
necessary plumbing changes to separate the reiief
valves overboard vent from the vent valves overboard

vent.

3. ESummary and Conclusions:

25X1
Approved For Release 2004/08/3%800724R000200190031-6 ‘



i CRIVT

Approved For Releae#”2004/08/31 IMOO?Z4ROO@O190031-6

LIA=-0774-68
Page 5

a. If contamination (moisture or other) was the
cause of all previcus problems, then the incorpora-
tion of a more adecuate purging procedure and
extrene care duriang the filling operation (i.e.,
insuring fill vaives are frec of contamination,
purging fillier hose, etc.), should eliminate such
probiens.

. Occasional component malfunctions or failures,
unreiated to coataminaticn, can be expected, but
adequate preflight and/or trouble-shooting proccdures
should readily identify such problems.

¢. High operating pressures in flight (i.e., from
100 to 120 psi) do not represent a problem per se,
since all components including the pilot's breathing
regulators will function at such pressures. nowever,
.dditional factors enter the consideration at this
point, as follows:

{1) High Pressure with Excessive Quantity Loss:

In several past incidents, high cperating
pressures have been associated with excessive
guantity loss cither during flight or while
the aircraft was on the ground. LAC contends
that the excessive loss is not directly related
to high pressure but is due to a component
maifunction (contamination or failure). ARO
contends that high quantity losses can be ex-
pected when a system has reached LOX saturation,
since the relatively warmer LOX continues to
generste high pressure gas and keeps the relief
valve open for extended periods. Such a condition
is aggravatea by vibration of the convertiers.

“n either case the recently adopted procedures
shouid eliminate this problem area. If the
problem occurs again, it may indicate saturation
is occurring when the maximum allowable time
between filling azn “ight is used (i.e.,

2« hours). if a pi:ot notes high operating
pressure (one or both systems) in flight, he
should note cuantity at regular intervals for
excessive loss.

{(Z) Upevern recding. Because the pressure suilt
Lreathing segitlator tilt valves are of a pressure
S tosing design (i.e., fail safe to prevent 70 psi
“rom entering aelmet), the reguiator wita the

T owest input pressure will generally tend to
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supply the piloi's breathing demands. If there
is a wide variation between System #1 and

System #2 operating pressures, the quantity

in the system with lower pressure will fall

with use, while the quantity in the high pressure
system will iaill very 1little. In a redundant
systen this has 1ittle significance except
perhaps psyciaoiogicai. The concern of a pilot
might be that in using one system at a time,

a failure halfway through a flight of the high
pressure system would leave him not only without
redundancy but with low quantity in his working
system. nowever, if the Ziight was started

with both converters full (i.e., 9 to 10 liters),
cither system nlone would provide oxygen for a
duration of nenrly 17 hours at altitude. If

both systems arc operating at nearly the same
nressure, in the normal range, uncven feeding
will be eliminated and both systems will deplete
at a neariy even rate. The only danger of uneven
“eeding wouid be if the high pressure systemn,
wh.ch was not feeding, sudden.y started to lose
excessive quantity due to relief valve venting.
The pilot could then end up with low quantities
in both systems. Again, the recently adopted
procedures shoutd eliminate this area of concern
by preventing LOX saturation and/or gquantity loss
due to contamiazation caused malfunctions.

d. Adequacy of the heat exchanger/supply tubing
length may require further consideration if transient
oW pressures continue to be experienced in flight.
17 such problems have occurred because of contamina-
tion, they should nc longer be encountered. If they
arc experienced despite improved servicing/purging
nrocedures, the relationship of breathing demnds to
gaseous supply capapbiiitly (i.e., heat exchanger/supply
tubing related) will reguire further study. The
undersigned is attempting to research appropriate
ocuidelines, specifications, and reports for guidance
while ARO Corp. representatives are planning on
performing in-house testing related to this question.
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